
TEAR TAPE / DATA SHEET
EzeeRip 60 Micron - ERM60

DESCRIPTION

Tear Tape is a tensilized polypropylene tear tape engineered with an acrylic
adhesive system. This high tensile tear tape offers good initial tack, excellent shear
resistance, and strong ultimate adhesion. Available in a variety of lengths and widths
for application exibility.

ADVANTAGES APPLICATIONS

● Cost effective
● Great Marketing tool
● Food contact certified
● Easy tear

● Security applications
● Easy opening the packing film
● Extensively used in tobacco, medicine, foodstuff, Industry

COMPOSITION

PROPERTIES UNITS VALUE
Backing - MOPP

Adhesive - Water Based Acrylic

Adhesive Activation - Pressure Sensitive

Width mm 3 mm - 15 mm

Length meters 5000m – 120000m
Core ID inch 6

Colors - White, Red, Gold, Clear

Features - Easy tear, Cost effective

SPECIFICATION

PROPERTIES UNITS METHOD VALUE

Total Thickness Micron AFERA 5006 85+/-10
Film Thickness Micron AFERA 5006 60+/-5

Glue Thickness Gsm Weight 25+/-2

Breaking Strength Kgf/25mm AFERA 5004 ≥52

Elongation at Break % AFERA 5004 ≥20

Tensile strength at break kgf/mm² AFERA 5004 ≥34

Peel adhesion to stainless steel gf/25mm FINAT FTM 1 ≥800

Loop tack to glass gf/25mm FINAT FTM 9 ≥800
SHELF LIFE : The standard shelf life is 12 months from the date of manufacture. However, this depends on several factors such as storage conditions, handling etc.

DISPOSAL : Preferred options for disposal are: (1) recycling, SPI Code 7; (2) incineration with energy recovery; and (3) landfill.

STORAGE : Storage below 32°C (90°F) is recommended.

DISCLAIMER : The technical data contained herein are guides to the use of Bagla® products.Bagla Group makes no guarantees of results and assumes no obligations or liability in connection with its advice
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